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Appendix G Indicative location of potential noise attenuation

Noise and vibration assessment — Gerringong upgrade
Page G



AZCOM

www.aecom.com

DATUM GDA 1994, PROJECTION MGA ZONE 56
50 100 200

Metres

1:4,000 (when printed at A3)

LEGEND

Lots and Reference
L Numbers

+=¥ Noise Attenuation
Indicative Location

e 0 T e 00 L s
el R

s

Gerringong Upgrade
Indicative Noise Attenuation Locatio
Sensitive Receptor Locations and

Reference Numbers

Figure G-1

PROJECT ID 60011010
CREATED BY LDE

LAST MODIFIED LDE - 11 MAY 2010
VERSION: 0001

S
5
S
&
‘«
2
=}
a
@2
£
5
5
g
g
2
3
3
g
=
=
g
g
5
>
z
<
s
=
2
<
S
=
]
2
5
2
2
e
2
3
[
3
=
Kl
=
Q
O
w
<<
£~
2
<
=
5
ol
5
S
o
2
»
3
g
8
=)
=
ke
=
S
2
[
2
>
z
[
-
2
[
o
@
£
2
s
=
5
ES
5
=
2
5
=
=]
=
E
S
5
P
2
&
g
@
=3
£
(=]
8
5
>
3
g
5
S
<
P
s
=
8
g
=
g
P
3
8
3
=
]
O
w
<<

Filename:V:\Projects\Current\G2B30November(Copy)\ArcGIS\PDFs




Appendix H Noise contours

Noise and vibration assessment — Gerringong upgrade
Page H
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